
IN01
Fingerprint Time Attendance Terminal

IN01 is a 3-inch TFT screen TIme Attendance Terminal. It is a well-designed device with the new user-
friendly firmware and latest coreboard. It brings many features, including stunning GUI, rock solid stability, 
fast matching speed and excellent expandability.

Built-in 2000mAh backup battery can elimintae the trouble of power failure. Optional with Wi-Fi and 
GPRS make it easily manage the attendance data. It promotes the fingerprint time attendance 
management to the next level.

Features
• Intuitive and stunning UI

• Interface operation adopts modularized hierarchial design

• Simpler, better, and more logical
• Great user interactivity

• Multi-languages

• Data backup and retrieve

• Advanced user ID consisted of letters and numbers

• Chip encryption for firmware protection

• Easy to extend functions and customize customer's requirements.



Configuration

PC

Specifications
Fingerprint Capacity 3,000

ID Card Capacity 10,000 (Optional)

Record Capacity 100,000

Display 3.0-inch TFT screen

Communication TCP/IP, USB (host and client)

Standard Functions
Workcode, SMS, DST, Self-Service Query, Automatic Status Switch, 
Built-in Battery, ADMS

Optional Functions
ID/Mifare/HID, GPRS, Wi-Fi, Webserver, Photo-ID, External Bell, 
Scheduled-Bell, Multiple Verify Mode

Power Supply 12V DC 1.5A

Operating Temperature 0°C - 45°C

Operating Humidity 20% - 80%

Dimension 211.5× 159.4 × 47.8 mm (L x W x T)

Power Adapter

Screws and 
Holders

Star-shape
Screw Driver

Back PlateIN01

Dimensions Interface

What’s in the Box 

Verification Speed ≤0.5 sec.
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